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Better value for higher performance
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Technical Specif

PLANT CAPACITY :

B) BURNER

VIBRATING SCREENS

LH 3000

240 TPH

INCLINED DRUM

240 TPH @ 5% H20

DIAMETER 2400 X 10000 MM

55 KW WITH FULL LOOP CHAIN DRIVE

FULLY ENCLOSED, HIGH PRESSURE
17.5 MW

1:5 CONTROL RATIO

DIESEL/HEAVY OIL FUEL

5 DECKS SCREENING
240 TPH

30 M? SCREENING AREA
2 X 11 KW MOTORS

TWIN SHAFT SYNCHRONISED SPUR GEAR

3000 KG CAPACITY
2 X 45 KW GEAR MOTOR

AMBIENT REVERSE AIR
900 M?; 490 FILTER BAGS

MINIMUM SEGREGATION

3 TONS CAPACITY
FLEXIBLE CABLE SYSTEM

cations

LH 4000

320 TPH

INCLINED DRUM

280 TPH @ 5% H20

DIAMETER 2600 x 10000 MM

75 KW WITH FULL LOOP CHAIN DRIVE

FULLY ENCLOSED, HIGH PRESSURE
20 MW

1:5 CONTROL RATIO

DIESEL/HEAVY OIL FUEL

5 DECKS SCREENING
280 TPH

35 M* SCREENING AREA
2 X 15 KW MOTORS

TWIN SHAFT SYNCHRONISED SPUR GEAR

4000 KG CAPACITY
2 X 55 KW GEAR MOTOR

AMBIENT REVERSE AIR
1050 M?; 570 FILTER BAGS
EMISSION < 20 mg/M?

MINIMUM SEGREGATION
4 TONS CAPACITY
FLEXIBLE CABLE SYSTEM




Main Components

Vibrating
Screens Hot Bucket
Elevator

= Cold Recycling/
'Hot Mineral Bins

Control Room Baghouse System Cold FeeerIHOpper



Other Product
innovations...

LINNHOFF

FCESCRHA M0 R0 R =8

LINNHOFF TECHNOLOGIES PTE LTD

71 Tech Park Crescent, Tuas Tech Park
Singapore 638072

Tel: +65 6863 1111

Fax: +65 6863 3811
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